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ADVANTAGES

MAGNELIS

Wire produced with Zn+Al+Mg coating, offering superior corrosion resistance and  

ecological benefits. 

FENCING
FACTORY • LOGISTICS
INFRASTRUCTURE • TRANSPORT
PUBLIC SPACES • BUILDINGS

CHAINLINK FENCE

Traditional fencing system in woven mesh

Produced out of steel wire in Magnelis  
or PVC coated galvanized wire
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HALSANG • CHAIN LINK FENCE 

TECHNICAL DESCRIPTION

MAGNELIS

Wire diam 2,0 mm, 2,5 mm, 2,7 mm, 3,0 mm, 4 mm

Heights:  600 mm-4000 mm

Mesh sizes:  20 mm, 30 mm, 40 mm, 50 mm

Rolls lengths:  25 m (above 2 m - shorter roll lenghts)

Normal rolls as standard (compact on request)

PVC

Wire diam 2,5/3,0 mm, 3,5/4,0 mm

Heights 600 mm-4 000 mm

Standard colors  RAL 6005, RAL 6013, RAL 9005 

Mesh sizes 20 mm, 30 mm, 40 mm, 50mm

Rolls lengths 25 m (above 2 m shorter roll lenghts)

Normal rolls as standard (compact on request)

POSTS
Various post types and sections are available from stock in Magnelis execution or RAL coated 
execution (RAL 6005, RAL 6013, RAL 9005). 

OPTIONS

• Other RAL colors on request.

•  Other rolls lengths on request.
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